The specialist for fastening technology

Product data sheet - Paneltwistec A2

Product description

The Paneltwistec made of A2 stainless steel is a fastener for load-bearing timber structures
between components made of solid timber, glued laminated timber, veneer laminated fimber
or similar glued wood materials.

The screw is available in the ‘countersunk head” and “flange bution head'variants. The screw’s

special geometry ensures a lower splitiing effect when screwing in.

Material

A2 stainless steel

¢ Suitable for salty atmospheres under certain circumstances
Acid-resistant under certain circumstances

Not suitable for chlorinated atmospheres

Can be used in service classes 1, 2 and 3

Not suitable for woods containing high levels of tannin, such as cumarg, oak, merbau, robi-
nia, efc.

Advantages

The special tip geometry reduces the splitting effect

No pre-drilling required

The A2 stainless steel material allows a very wide area of application

No need fo hit the screws during the screwing-in process thanks to the TX drive

Approvals

¢ European Technical Assessment ETA 11/0024
o Self-drilling screws as wood fasteners

ETA-1 I,u"l.;}D'l-d..
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Product table
Paneltwistec A2
Art. no. Dimensions @d x L[mm] ~ Thread length lg [mm] Head diameter @dh [mm] ~ Drive PU
Countersunk head, A2 stainless steel
903230 §,0x80 48 145 TX40 50
903231 8.0x100 60 145 TX40 e 50
903232 8.0x120 80 145 TX40 @ 50
903233 8.0x140 80 145 TX40 @ 50
903234 8.0x160 80 145 TX40 50
903235 8.0x180 80 145 TX40 @ 50
903236 8,0x200 80 145 TX40 50
903237 8.0x220 80 145 TX40 30
903238 8.0x240 80 145 TX40 50
903239 8.0x260 80 145 TX40 50
903240 8,0x280 80 145 TX40 50
903241 8,0x300 80 145 TX40 o 50
903242 8,0x320 80 145 TX40 50
903243 8,0x340 80 145 TX40 e 50
903244 B0x 360 80 145 T 5
903245 8,0x380 80 145 TX40 e 50
903246 8,0 %400 80 145 TX40 o 50
Flange button head, A2 stainless steel
g 903211 80x80 48 16 TX40 50
E’ 903212 8.0x100 60 16 TX40 @ 50
g 903213 80x120 80 16 TX40 @ 50
é 903214 8.0x140 80 16 TX40 e 50
i‘é 903215 8.0x160 80 16 TX40 50
8 903216 80x180 80 16 TX40 @ 50
% 903217 8,0x200 80 16 TX40 50
é 903218 8.0x220 80 16 TX40 o 30
§ 903219 8.0x240 80 16 TX40 50
2 903220 8.0x260 80 16 TX40 o 50
2 903221 8,0x280 80 16 TX40 50
f.; 903222 8,0x300 80 16 TX40 o 50
i 903223 8,0x320 80 16 TX40 50
é 903224 8.0x340 80 16 TX40 e 50
z 903225 8,0x360 80 16 TX40 50
% 903226 8,0x380 80 16 TX40 e 50
;g 903227 8,0x400 80 16 TX40 o 50
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Drawings

*  Paneltwistec Countersunk head, A2 stainless steel:

¢  Paneliwistec Flange button head, A2 stainless steel:
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s I you are not familiar with how this product is used, and particularly with the product's intended use, please contact our Application Technology department
& (Technik@eurotec.team).
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