
Product data sheet – DrainTec Adapter

E.u.r.o.Tec GmbH • Unter dem Hofe 5 • D-58099 Hagen  
Tel. +49 2331 62 45-0 • Fax +49 2331 62 45-200 • E-Mail info@eurotec.team

www.eurotec.team

The specialist for fastening technology

Page 1 of 2© 
by

 E
.u.

r.o
.Te

c G
mb

H 
· L

as
t u

pd
ate

d 0
2/2

02
1 ·

 S
ub

jec
t to

 ch
an

ge
s, 

ad
dit

ion
s, 

typ
es

ett
ing

 an
d p

rin
tin

g e
rro

rs.

Product description 
The DrainTec Adapter is a special accessory for the DrainTec Base. This permits  
another stone slab to be laid on the base instead of our DrainTec drainage grid.  
The adapter is inserted on top of the DrainTec Base and then sits firmly on the profile.
The adapter can receive one stone slab or alternatively two stone slabs butted  
together, with the centre spacers of the adapter providing an even pattern of joints. 
The width of the stone slab needs to be 114 ± 0.5 mm in order to create a joint 
on the sides through which water can run off and be drained away in a controlled 
manner using the DrainTec Base.

Material 
• Polypropylene copolymer (PP-C)

Advantages/Specifications
• Two attachment points enable the adapter to be fixed to the DrainTec Base.
• If DrainTec Base is attached to one of our PRO S-XL adjustable feet, the inserted 

stone slab can be adjusted to the level of the stone slabs of the terrace.

Product table

DrainTec Adapter
Art. no. Dimensions [mm]a) Material PU 
975626 140,7 x 17,5 x 40,4 Polypropylene copolymer (PP-C) 10
a) Length x width x height
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Images of applications

If you are not familiar with how this product is used, and particularly with the product’s intended use, please contact our Application Technology department 
(technik@eurotec.team).


