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PRODUCT DESCRIPTION
The Terrassotec ornamental head is used in deck construction for 

fasteningdecking boards on a wooden substructure. Terrassotec 

ornamental head screws are sold in a handy bucket containing 200 

screws.

APPLICATIONS
· Can be used in service classes 1 to 3 according to 
 DIN EN 1995 - Eurocode 5 (A4 T5/CRCIII. Suitable for heavily 
 polluted urban and industrial areas and > 0.25 km from the 
 coastline).

· Suitable for woods containing tannins and salty atmospheres

· Corrosion-resistant and conditionally acid-resistan

· Good resistance in moderately aggressive environments that do not 
 contain

 

MATERIAL
· Austenitic high-grade steel A4 1.4401

CERTIFICATION
· European standard EN 14592

A4

Note

Pre-drilling is recommended!

NKL 1–3

NKL 1 – 3

CRC III T5C5
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TECHNICAL INFORMATION

Oberfläche:
Surface:

Allgemein-
toleranzen: Maßstab / Scale: Gewicht / Weight:

Material / Material :

Benennung / Designation:

Zeichnung / Drawing: Blatt:

Erstellt
Bearb.
Gepr.

Datum Name

Eurotec GmbH
Unter dem Hofe 5
58099 Hagen
www.eurotec.team
info@eurotec.teamNr. Änderung Datum Name

1 : 1 -

Terrassotec_Zierkopf Bemaßung 1

11.04.2024 Brüggemann

Status: InBearbeitung

DIN 2768-m
DIN 16742
DIN 1688
DIN 7168-m
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Terrassotec ornamental head A4
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d1 [mm] d2 [mm] lg2 [mm] dh [mm] di [mm] ds [mm] hh  [mm] – ftens,k [kN] My,k [Nm] fax,k [N/mm2] fhead,k [N/mm2] ftor,k [Nm]

5,5 5,30 8,00 8,0 3,95 4,25 3,2 ZK 5,8 4,0 11,4 12,0 5,0
1) ) The values have been taken from DOP EN 14592. We cannot guarantee that there are no typographical or printing errors and therefore recommend that you check the documents mentioned above.
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If you are not familiar with how this product is used, and particularly with the product’s intended use, please contact our Application Technology department 
(Technik@eurotec.team).

PRODUCT TABLE

Terrassotec ornamental head A4

Art. no. Dimensions Ød x L [mm] Overall length L [mm] Thread length lg1[mm] Drive PU
982075-EIMER-200 5,5 x 50* 50 17,0 TX25 • 200
982076-EIMER-200 5,5 x 60 60 24,0 TX25 • 200
982077-EIMER-200 5,5 x 70 70 34 TX25 • 200
982078-EIMER-200 5,5 x 80 80 44 TX25 • 200
982080-EIMER-200 5,5 x 100 100 64 TX25 • 200


